
Halogen floodlight 230V - 500W
Die-cast aluminium body. 
Reflector made of peened aluminium sheet, charac-
terized by a high purity degree. Polished, brightned
and oxidized.
Tempered front safety glass.
Silicon rubber gaskets.
R7s-15 lampholder with insulated connecting cables
resistant to high temperature.

Stainless steel screws.
Black polyester connection box, complete with three-
pole terminal block.
Steel fixing bracket.
Body and fitting finish: polyester powder coated.

Recommended installation height: 3-7mt.
Recommended mounting distance: not less than 1 mt.
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Dimensions (mm)

HD 100-200-300-400-500W R7s

Working position 

Lamp

185 135

22
5

60189
Adjustable steel louvres for
luminous flux control.
Zinc plated and steel coated in
black colour.

60158
Steel protection grille.
Zinc plated and steel coated in
black colour.

60207
Extension arm.: lenght 1000 mm
diameter 20 mm
Zinc plated and steel coated in
black colour.

60209
Stand 
Expandable up to
max cm 190 height

ACCESSORIES AND SPARE PARTS
CODE DESCRIPTION GROSS WEIGHT (kg) PACKING (pcs.) COLOUR CBMS
60189 Louvre 0,27 1 Black 0,00015
60158 Grille 0,18 1 Black 0,0004
01558 Glass 0,25 - - -
60207 Bracket 0,732 1 Black 0,0137
60209 Stand 2,4 1 Black 0,0120

CL I
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg) PACKING (pcs.) PALLET (pcs.) CBMS
30094 Black Halogen max 500W 1,42 6 276 0,00735
30195 White Halogen max 500W 1,42 6 276 0,00735
30098 Silver Halogen max 500W 1,42 6 276 0,00735
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Photometric data

OKAY 500
HD 500W R7s

IP 65

YESNO

Available colours

BLACK WHITE SILVER



CL I
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg) PACKING (pcs.) PALLET (pcs.) CBMS
30300 Floodlight HD-max 500W 2,56 1 96 0,0213

8
0

Movable version of the widely approved Fael Luce
halogen floodlight Light Versatile Adjustable
floodlight
Technical features:
IP 55 protection.
Max power 500W - 250V.
500W halogen lamp with R7s-15 connection included.
Protection grille included.
Rubber power supply cable 3 x 1,5 mmq.

Polyester powder coated harness and support com-
plete with insulated carrying handle.
Stainless steel screws.
Fitting supplied completely assembled and ready for
use; the supply cable must be connected to a water-
proof plug IP 55 or to a waterproof switch-board IP 55.

HOBBY

Dimensions (mm)

HD 100-200-300-400-500W R7s

Lamp

185 135

22
5

IP 55

ACCESSORIES AND SPARE PARTS
CODE DESCRIPTION GROSS WEIGHT (kg) PACKING (pcs.) COLOUR CBMS
01558 Glass 0,25 - - -
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Photometric data

HOBBY
HD 500W R7s

Available colours

BLACK



OKAY 1000
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CL I
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg) PACKING (pcs.) PALLET (pcs.) CBMS
30101 Floodlight Halogen 1000W 2,96 1 96 0,0173

Halogen floodlight 230V - 1000W
Die-cast aluminium body and frame.
Reflector made of peened aluminium sheet, charac-
terized by a high purity degree, polished, brightened
and oxidized.
Tempered front safety glass.
Silicon rubber gaskets.
R7s-15 lampholder with insulated connecting cables
resistant to high temperature.

Stainless steel screws
Black polyester connection box complete with three-
pole terminal block.
Fixing bracket.
Body and fitting finish polyester powder coated in
black colour.

Recommended installation height: 4-10 mt.
Recommended mounting distance not less than 1,8 mt.

Dimensions (mm)

HD 1000W R7s

Lamp

290 155

32
0

ACCESSORIES AND SPARE PARTS
CODE DESCRIPTION GROSS WEIGHT (kg) PACKING (pcs.) COLOUR CBMS
60165 Grille 0,29 1 Black -
01751 Glass 0,79 - - -
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Photometric data

OKAY 1000
HD 1000W R7s
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Working position 

60165
Steel protection grille.
Zinc plated and steel coated in
black colour.

YESNO

Available colours

BLACK
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Halogen floodlight 230V - 1500W
Die-cast aluminium body and frame.
Reflector made of peened aluminium sheet, charac-
terized by a high purity degree.Polished, brightened
and oxidized.
Tempered front safety glass.
Silicon rubber gaskets.
R7s-15 lampholder with insulated connecting cables
resistant to high temperature.

Stainless steel screws
Black polyester connection box, complete with three-
pole terminal block.
Steel fixing bracket.
Body and fitting finish polyester powder coated in
black colour.

Recommended installation height: 5-12 mt.
Recommended mounting distance not less than 1,8 mt.

OKAY 1500
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Dimensions (mm)

HD 1500W R7s

Working position 

Lamp

360 155

32
0

IP 65

CL I
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg) PACKING (pcs.) PALLET (pcs.) CBMS
30105 Floodlight Halogen 1500W 3,66 1 84 0,0200

ACCESSORIES AND SPARE PARTS
CODE DESCRIPTION GROSS WEIGHT (kg) PACKING (pcs.) COLOUR CBMS
60177 Grille 0,35 1 Black -
02301 Glass 0,95 - - -
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Photometric data

OKAY 1500
HD 1500W R7s

60177
Steel protection grille.
Zinc plated and steel coated in
black colour.

YESNO

Available colours

BLACK


