Street Lighting

Insulation Class | - 1l

ITINERA VP

ITINERA PC

ITINERA is one of the most advanced road light-

ing range in the worldwide markets.

It combines a modern and traditional features
and it has been designed and manufactured
with the latest technology for lighting motor-
ways, major traffic routes, pedestrian areas.
Description:

The housing (body and top cover) is manufac-
tured from die-cast aluminium recyclable alloy
and finish with a thermo polyester grey colour
powder paint.

On request: twin colours.

Reflector is made of high purity (99,8%) one
piece pressed electro-polished anodised alu-
minium.

Suitable for either post top entry and side entry
max 76 mm. Post top tilt angle 0% +5°% +10% +15°.
Side entry tilt angle 0°% +5°. In case of side entry
installation with tilt of 10° and 15°, an inclination
floodlight accessory limits the tilt at 0°is supplied.
Gaskets are made of anti-age weather resistant
silicon rubber.

For Class Il electrical safety switch disconnects

the main power supply on opening the luminaire
in maintenance.

Porcelain lampholder with horizontal and verti-
cal mechanical focusing device.

Adjustable reflector in order to optimise the opti-
cal perfomance and light distribution.
Connection to power supply via a cable glande
PG 13,5.

High temperature silicon insulated conductors
are used throughout.

Anti vacuum device.

Zinc coated gear tray for Class I; glass reinforced
nylon gear tray for Class Il.

Both gear trays are completed with lamp holder
and/or electrical connectors for fast replacement
and easy maintenance.

As optional the luminaire can be provided with a
fuse.

Electrical components are certified with ENEC
Mark.

Power supply: 230V; 50Hz.

ITINERA is designed in accordance with relevant
European Standards: EN 60598/1.
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Output ratio: cut-off. Lamp

Thermal toughened 5 mm. flat glass.

The gear and lamp compartment can be easily > QE (MBF) - E27 80 - 125W - E40 250W
accessed by opening the fore stainless steel hook. @D SE(SAP-E)-E27 70W - E40 100-150-250W
For quick and safety inspection the luminaire is sup- @==D ST (SAP-T)-E27 70W E40 100-150-250-400W
plied with anti-tipping cover device. MT (JM-T) - E27 70W - E40 100-150-250-400W

a ME (JM-E) - E27 70W - E40 100-150-250W

wind exposed surface = 0,0965 m?
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The Itinera colours
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CLI
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg) PACKING (pcs.) PALLET (pcs.) CBMS
40700* S (SAP) 70W 9,75 1 24 0,0728
40701 M-S (JM-SAP) 100W 10,00 1 24 0,0728
40702 M-S (JM-SAP) 150W 10,90 1 24 0,0728
40703** M-S (JM-SAP) 250W 12,00 1 24 0,0728
40704%* M-S (JM-SAP) 400W 13,30 1 24 0,0728
40705 M (JM) 70W 9,75 1 24 0,0728
40706 [CR] M (JM) 250W PHI type 10,80 1 24 0,0728
40707 M (JM) 400W PHI type 12,10 1 24 0,0728
40708 QE (MBF) 80W 9,55 1 24 0,0728
40709 QE (MBF) 125W 9,80 1 24 0,0728
40710 QE (MBF) 250W 10,70 1 24 0,0728

* With ignitor

** Suitable for MH lamps, Osram type

cLi
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg) PACKING (pcs.) PALLET (pcs.) CBMS
40750% S (SAP) 70W 9,65 1 24 0,0728
40751 M-S (JM-SAP) 100W 9,90 1 24 0,0728
40752 M-S (JM-SAP) 150W 10,80 1 24 0,0728
40753%* M-S (JM-SAP) 250W 11,90 1 24 0,0728
40754 M-S (JM-SAP) 400W 13,30 1 24 0,0728
40755 M (JM) 70W 9,65 1 24 0,0728
40756 M (JM) 250W PHI type 10,70 1 24 0,0728
40758 QE (MBF) 80W 945 1 24 0,0728
40759 QE (MBF) 125W 9,70 1 24 0,0728
40760 QE (MBF) 250W 10,60 1 24 0,0728

* With ignitor

** Suitable for MH lamps, Osram type



ITINERA

Output ratio: semi cut-off.

The bowl is in injection moulded high quality impact
and heat resistance UV stabilized polycarbonate.
The gear and lamp compartment can be easily
accessed by opening the fore stainless steel hook.
For quick and safety inspection the luminaire is sup-
plied with anti-tipping cover device.

wind exposed surface = 0,1165 m?

CLI
CODE DESCRIPTION LAMP TYPE
40720* S (SAP) 70W
40721 M-S (JM-SAP) 100W
40722 M-S (JM-SAP) 150W
40723 S (SAP) 250W
40725 M (JM) 70W
40728 QE (MBF) 80W
40729 QE (MBF) 125W
40730 QE (MBF) 250W

* With ignitor

cLi
CODE DESCRIPTION LAMP TYPE
40780* S (SAP) 70W
40781 M-S (JM-SAP) 100W
40782 M-S (JM-SAP) 150W
40783 S (SAP) 250W
40785 M (JM) 70W
40788 QE (MBF) 80W
40789 QE (MBF) 125W
40790 QE (MBF) 250W

* With ignitor

GROSS WEIGHT (kg)
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L) QE (MBF) - E27 80-125W - E40 250W
@)  SE(SAP-E)- E27 70W - E40 100-150-250W
ST (SAP-T) - E27 70W - E40 100-150-250W

MT (JM-T) - E27 70W - E40 100-150W
a_ ME (JM-E) - E27 70W - E40 100-150W
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The Itinera colours

PACKING (pcs.) PALLET (pcs.) CBMS
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ACCESSORIES AND SPARE PARTS

CODE DESCRIPTION
ITINERA VP
09719  Glass
60031  Corner bracket composite
60030  Wall bracket composite
60026  Wall bracket electro welded
60063  Corner bracket electro welded
ITINERA PC
09727  Polycarbonate bowl
60031  Corner bracket composite
60030  Wall bracket composite
60026  Wall bracket electro welded
60063  Corner bracket electro welded
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