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For metal halide lamps or high pressure sodium
for 150W RX7s socket.

In addition to the conventional warm or cold
metal halide lamps, these floodlights are suit-
able to the innovative lamps with ceramic dis-
charge tube. These luminous sources have
excellent lighting characteristics as regards to
constancy, colours and luminous efficiency dur-
ing the entire life of the lamp.

Die cast alluminium body coated with poly-
ester powders in black colour, titanium and sil-
ver on request. Reflector made of highly pure
aluminium sheet, polished and oxidized.

The front glass is non-breaking type, sealed to

the cover. All the gaskets are in non degenera-
tive silicon rubber.

Bracket made of galvanized painted steel with
index for vertical orientation.

The control gear plate, made out of galvanized
steel sheet.

All the electrical components are produced
according to the Italian Quality Standards for
power 230V - 50Hz. All ballasts are complete
with thermal protector.

The projector is manufactured according to EN
60598/1 rules.

Large areas lightings
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MACH 3 Symmetrical “@VETA X

Optical system
The version with two different reflectors:

Peened reflector for medium =i MD (JM-TS) 70-150W RX7s
- wide beam. SD (SAP-TS) 70-150W RX7s
Specular reflector for medium [ S— HD max 300W R7s

- narrow beam.

wind exposed surface = 0,075 m?
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BLACK SILVER TITANIUM WHITE
CLI

50903 NIK peened - Black MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
50904 NIK peened - Silver MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
50905 NIK peened - Titanium MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
52606 NIK peened - White MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
50906 NIK specular - Black MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
50907 NIK specular - Silver MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
50908 NIK specular - Titanium MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
52600 NIK peened - Black MD (JM-TS) 150W 4.200 K 5,60 1 104 0,0158
52601 NIK peened - Silver MD (JM-TS) 150W 4.200 K 5,60 1 104 0,0158
52602 NIK peened - Titanium MD (JM-TS) 150W 4.200 K 5,60 1 104 0,0158
52607 NIK peened - White MD (JM-TS) 150W 4.200 K 5,60 1 104 0,0158
52623 Body peened - Black MD (JM-TS) - SD (SAP-TS) 150W 5,60 1 104 0,0158
52624 Body peened - Silver MD (JM-TS) - SD (SAP-TS) 150W 5,60 1 104 0,0158
52625 Body peened - Titanium MD (JM-TS) - SD (SAP-TS) 150W 5,60 1 104 0,0158

(€ 52680 Body peened - Black Halogen 300W 3,53 1 104 0,0158
€ 52681 Body peened - Silver Halogen 300W 3,53 1 104 0,0158
(€ 52682  Body peened - Titanium Halogen 300W 3,53 1 104 0,0158
(€ 52683  Body peened - White Halogen 300W 3,53 1 104 0,0158
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52800

Body peened - Black

MD (JM-TS) - SD (SAP-TS) 70W

5,30

0,0158
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Optical system
The asymmetrical optics improve considerably the

projector's performance and in the same way = MD (JM-TS) 70-150W RX7s
reduce the glare. The asymmetrical version with SD (SAP-TS) 70-150W RX7s
two different reflectors:  S—] HD max 300W R7s
Peened reflector for mediumwide beam.
Specular reflector for mediumnarrow beam.
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BLACK SILVER TITANIUM WHITE
CLI
50943 LEM peened - Black MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
50944 LEM peened - Silver MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
50945 LEM peened - Titanium MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
52608 LEM peened - White MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
50946 LEM specular - Black MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
50947 LEM specular - Silver MD (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
50948 LEM specular - Titanium D (JM-TS) 150W 3.000 K 5,60 1 104 0,0158
52603 LEM peened - Black MD (JM-TS) 150W 4.200 K 5,60 1 104 0,0158
52604 LEM peened - Silver MD (JM-TS) 150W 4.200 K 5,60 1 104 0,0158
52605 LEM peened - Titanium MD (JM-TS) 150W 4.200 K 5,60 1 104 0,0158
52609  [CRL] LEM peened - White MD (JM-TS) 150W 4.200 K 5,60 1 104 0,0158
52620 [CR] Body peened - Black MD (JM-TS) - SD (SAP-TS) 150W 5,60 1 104 0,0158
52621 [CR] Body peened - Silver MD (JM-TS) - SD (SAP-TS) 150W 5,60 1 104 0,0158
52622 Body peened - Titanium MD (JM-TS) - SD (SAP-TS) 150W 5,60 1 104 0,0158
52684  Body peened - Black Halogen 300W 3,53 1 104 0,0158
52685 Body peened - Silver Halogen 300W 3,53 1 104 0,0158
52686  Body peened - Titanium Halogen 300W 3,53 1 104 0,0158
52687 Body peened - White Halogen 300W 3,53 1 104 0,0158
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with halogen lamp

indoors

with halogen lamp

YES

52802
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MD (JM-TS) - SD (SAP-TS) 70W
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MACH 3 Circular

Optical system
Circular high intensity reflector with baffle to avoid
the direct glare.

wind exposed surface = 0,075 m?

CLI

50963 BOB high intensity reflector - Black - RX7s
50964 BOB high intensity reflector - Silver - RX7s
50965 BOB high intensity reflector - Titanium - RX7s
50966 BOB high intensity reflector - Black - G12
50967 BOB high intensity reflector - Silver - G12
50968 BOB high intensity reflector - Titanium - G12
50969 BOB high intensity reflector - White - G12
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52804 Body high intensity reflector - Black - RX7s
52805 Body high intensity reflector - Black - G12

MD (JM-TS) 150W 3.000 K
MD (JM-TS) 150W 3.000 K
MD (JM-TS) 150W 3.000 K
MT (JM) 150W 3.000 K
MT (JM) 150W 3.000 K
MT (JM) 150W 3.000 K
MT (JM) 150W 3.000 K

MD (JM-TS) - SD (SAP-TS) 70W
MT (JM) 70W
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5,60
5,60
5,60
5,60

5,30
5,30
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BT MD (JM-TS) 70-150W RX7s
SD (SAP-TS) 70-150W RX7s
== MT (JM) 70-150W - G12
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MACH 3

ACCESSORIES AND SPARE PARTS

/

WALL SUPPORTS
60270  Complete of floodlight fixing bracket Black -
60271  Complete of floodlight fixing bracket Silver -
60099 - 60101 - 60108

60272  Complete of floodlight fixing bracket Titanium - Bracket
60273  Complete of floodlight fixing bracket White - Izd‘eal f?rtli%hting SF;OPI-Winin(\jN%

InC plated and steel coated In

POLE SUP?ORTS " black colour.
60280  For 1 floodlight @ pole 60 mm. Silver -
60281  For 2 floodlight @ pole 60 mm. Silver =
60282  For 3 floodlight @ pole 60 mm. Silver -
60101 Bracket 600 mm. 2,70 1 Silver -
60099 Bracket 600 mm. 2,70 1 Black - 60255
60108  Bracket 1.000 mm. 3,93 1 Black = Steel protection grille.
60255 Grille 0,160 1 Black - Zinc plated and steel coated in
60256  Louvre 0,280 1 Black 0,0013 black colour.
60257 Circular louvre 0,380 1 - 0,0009
08129 Glass 0,340 -
05663 Lamp SD (SAP-TS) 150W - - - -
60256

Steel protection louvre.
Zinc plated and steel coated in
black colour.
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Circular steel louvre.

60270-60271-60272-60273 60280 60281 | 60282 . g:’a‘gkfé'gltggra”d steel coated in
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