Floodlight

The LIGHTMASTER 2000 floodlight is the result
of high level research made by our designers
and engineers seeking an advanced profes-
sional sports lighting system, sports hall, large
indoor sports areas, events and shows in large
open areas.

The projectors are suitable for installation on
masts and line arrangements at heights up to

Lamps

Suitable lamps are double ended Metal Halide
both Osram and Philips type, short and long arc.
Technical specifications

Body, rear cover and glass frame, in die cast alu-
minium, with primary alloy and low copper
content (< 0,1%) with an high weather proof
rating coated with black polyester powder.
Front tempered glass resistant to high temper-
atures and to thermal shock.

Anti-ageing gaskets in silicon rubber.

Hot deep galvanized sheet steel fixing bracket.
Connection box in special selfextinguish plas-
tic material, complete with ignitor.
Anti-vacuum device.

Control gear box in die-cast aluminium IP 65 for
class | or in thermoplastic material IP 66 for class
I, may be used for the supply of the lamp.The
mounting distances between the gear box and
the body can be up to 50/70 meters, as the
ignitor is fitted within the rear housing of the
projector.

for discharge lamp 2000W/400V

50/70 meters above and around the surface
area. The compact body, low weight and new
design concept, offer the minimum levels of
wind resistance also the use of smaller masts.

This is the perfect solution for stadium design. /

Insulation classes I-Il.
The impact test is 7 J.

Mounting and replacement

The lamp is located by opening the rear cover,
the cover is opened by releasing two strong
stainless steel quick release clips. When the
rear cover is opened the power is automatical-
ly disconnected. The projector is complete with
two power resistant one security resistant
knife switches. For the fisrt version when the
cover is opened, the power supply to lam-
pholders is directly interrupted. For one securi-
ty resistant version it is compulsory to connect
a remote control switch to the poles of the ter-
minal block inside the connection box. When
the cover is opened, the remote control switch
disconnects the power supply.

Lamp replacement is achieved by opening the
cover housing at an angle of 110°.

In case of lamp failure or at end lamp’s life, it's
absolutely necessary to open the double-pole
switch and to inhibit the ignitor’s discharge up
to the lamp change.
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LIGHTMASTER 2000 Symmetrical

Aiming

The aiming is achieved with a mechanical sighting
device (a protractor scale, attached to the side of the
unit and indicating the angle of tilt, can be used for
pre-aiming) or for more precise aiming, a telescope
6x36 can be mounted on the sighting device (avail-
able as an optional extra).

Optical system

The symmetrical projector, is supplied with two types
of optics:

- Peened with a wide beam

- Specular with a narrow beam

A careful study permits excellent control of the lumi-

An accurate reproduction of the light distribution
pattern is guaranteed by the two-point fixing of the
transversely positioned lamp.

Luminaire designed for indoor and outdoor appli-
cations. The projector is ENEC certified for nominal
ambient working temperature of 35°C.

In case not expressly indicated, we remember that
it's approved with a temperature of 25°C.

The endurance test of EN 60598-1 point 12.3 has been
made at an ambient working temperature of 45°C.
During the applications it's possible a temporary
working at a temperature not exceeding 45°C.

X NACHIP 66

MD 2000W SHORT ARC
MD 2000W LONG ARC

nous flux and a considerable glare reduction.

Special glass
+grid >80°

Standard
glass <=80°

Wind exposed
surface = 0,2540 m?

SILVER

CLI

With two power knife switches when the cover is opened, the power supply to lampholders is directly interrupted.
70001 Silver Body - specular MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70002  Silver Body - peened MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70004  Silver Body - specular MD (JM-TS) 2000W Osram type long arc 19,40 1 12 0,1377
70005  Silver Body - peened MD (JM-TS) 2000W Osram type long arc 19,40 1 12 0,1377
70007  Silver Body - specular MD (JM-TS) 2000W Philips type long arc 19,40 1 12 0,1377
70008  Silver Body - peened MD (JM-TS) 2000W Philips type long arc 19,40 1 12 0,1377

With one security knife switch version it is compulsory to connect the remote control switch to the poles of the terminal block inside the connection box.
When the cover is opened, the remote control switch disconnects the power supply.

70011 Silver Body - specular MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70012  Silver Body - peened MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70014  Silver Body - specular MD (JM-TS) 2000W Osram type long arc 19,40 1 12 0,1377
70015  Silver Body - peened MD (JM-TS) 2000W Osram type long arc 19,40 1 12 0,1377
70017  Silver Body - specular MD (JM-TS) 2000W Philips type long arc 19,40 1 12 0,1377
70018  Silver Body - peened MD (JM-TS) 2000W Philips type long arc 19,40 1 12 0,1377

Special restrike system is available on request only for short arc Osram lamp and for the version in insulation Class | with single security switch only.

CL1I

With two power knife switches when the cover is opened, the power supply to lampholders is directly interrupted.
70101 Silver Body - specular MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70102  Silver Body - peened MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70104  Silver Body - specular MD (JM-TS) 2000W Osram type long arc 19,40 1 12 0,1377
70105  Silver Body - peened MD (JM-TS) 2000W Osram type long arc 19,40 1 12 0,1377
70107  Silver Body - specular MD (JM-TS) 2000W Philips type long arc 19,40 1 12 0,1377
70108  Silver Body - peened MD (JM-TS) 2000W Philips type long arc 19,40 1 12 0,1377



LIGHTMASTER 2000 Symmetrical

ACCESSORIES AND SPARE PARTS
CODE  DESCRPTION ~ GROSSWEIGHT(kg) ~  LAMP2000W(TYPE) ~  CBMS

60286  Grille 1,15 - -
60288  Safety steel grid 0,85 - -
60289 Louvre 1,96 - -
10240  Osram lamp short arc 5800K 0,35 HQI-TS 2000W/D/S =
10263  Sylvania lamp short arc 5600K 0,35 HSI-TD 2000W/D -
10239  Osram lamp long arc 4100K 0,45 HQI-TS 2000W/N/L -
10235  Philips lamp long arc 4200K 0,45 MHN-LA 2000W 400V/842 -
10236  Philips lamp long arc 5600K 0,45 MHN-LA 2000W 400V/956 -
07130  5kV-400V ignitor 0,35 -
06901  Ballast 15,00 JM 2000W 10,3A 400V 0,0030
05145  Capacitor 60 pF 450V 0,25
900 1800 900 1800

1500 1500

1200 1200
900 900
600 600

300 300

MD 2000W Ilong arc MD 2000W long arc MD 2000W short arc MD 2000W short arc

LIGHTMASTER 2000 LIGHTMASTER 2000 LIGHTMASTER 2000 LIGHTMASTER 2000
Symmetrical Wide Symmetrical Narrow Symmetrical Wide Symmetrical Narrow

60286

Grille.

Zinc plated and steel coated in
black colour.

60288
Safety steel grid to be used with
special glass.

60289

Steel protection louvre.
Zinc plated and steel coated
in black colour.




LIGHTMASTER 2000 Asymmetrical

Aiming

The aiming is achieved with a mechanical sighting

device (a protractor scale, attached to the side of the

unit and indicating the angle of tilt, can be used for

pre-aiming) or for more precise aiming, a telescope

6x36 can be mounted on the sighting device

(available as an optional extra).

Optical system

The asymmetrical projector, is supplied with two

types of optics.

- Peened with a wide beam with or without flux
reflector skin.

- Specular with a narrow beam with or without flux
reflector skin.

A careful study permits excellent control of the

CLI

With two power knife switches when the cover is opened, the power supply to lampholders is directly interrupted.

70031 Silver Body - specular with deflector
70034  Silver Body - specular with deflector
70035  Silver Body - peened with deflector
70037  Silver Body - specular with deflector
70038  Silver Body - peened with deflector
70201  Silver Body - specular

70202  Silver Body - peened

70204  Silver Body - specular

70207  Silver Body - specular

luminous flux and a considerable glare reduction.
An accurate reproduction of the light distribution
pattern is guaranteed by the two-point fixing of the
transversely positioned lamp.

Luminaire designed for indoor and outdoor
applications. The projector is ENEC certified for
nominal ambient working temperature of 35°C. In
case not expressly indicated, we remember that it's
approved with a temperature of 25°C.

The endurance test of EN 60598-1 point 12.3 has been
made at an ambient working temperature of 45°C.
During the applications it's possible a temporary
working at a temperature not exceeding 45°C.

MD (JM-TS) 2000W Osram type short arc 19,40
MD (JM-TS) 2000W Osram type long arc 19,40
MD (JM-TS) 2000W Osram type long arc 19,40
MD (JM-TS) 2000W Philips type long arc 19,40
MD (JM-TS) 2000W Philips type long arc 19,40
MD (JM-TS) 2000W Osram type short arc 19,40
MD (JM-TS) 2000W Osram type short arc 19,40
MD (JM-TS) 2000W Osram type long arc 19,40
MD (JM-TS) 2000W Philips type long arc 19,40

X NACHIP 66

MD 2000W SHORT ARC
MD 2000W LONG ARC

602

Special glass
+grid >80°

standard
glass <=80°

Wind exposed
surface = 0,2540 m?

SILVER

1 12 0,1377
1 12 0,1377
1 12 0,1377
1 12 0,1377
1 12 0,1377
1 12 0,1377
1 12 0,1377
1 12 0,1377
1 12 0,1377

With one security knife switch version it is compulsory to connect the remote control switch to the poles of the terminal block inside the connection box.
When the cover is opened, the remote control switch disconnects the power supply.

70041 Silver Body - specular with deflector
70044  Silver Body - specular with deflector
70045  Silver Body - peened with deflector
70047  Silver Body - specular with deflector
70048  Silver Body - peened with deflector
70211 Silver Body - specular

70212 Silver Body - peened

70214  Silver Body - specular

70217  Silver Body - specular

MD (JM-TS) 2000W Osram type short arc 19,40
MD (JM-TS) 2000W Osram type long arc 19,40
MD (JM-TS) 2000W Osram type long arc 19,40
MD (JM-TS) 2000W Philips type long arc 19,40
MD (JM-TS) 2000W Philips type long arc 19,40
MD (JM-TS) 2000W Osram type short arc 19,40
MD (JM-TS) 2000W Osram type short arc 19,40
MD (JM-TS) 2000W Osram type long arc 19,40
MD (JM-TS) 2000W Philips type long arc 19,40

1 12 0,1377
1 12 0,1377
1 12 0,1377
1 12 0,1377
1 12 0,1377
1 12 0,1377
1 12 0,1377
1 12 0,1377
1 12 0,1377

Special restrike system is available on request only for short arc Osram lamp and for the version in insulation Class | with single security switch only.



LIGHTMASTER 2000 Asymmetrical

cLi

With two power knife switches when the cover is opened, the power supply to lampholders is directly interrupted.

70131 Silver Body - specular with deflector MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70134 Silver Body - specular with deflector MD (JM-TS) 2000W Osram type long arc 19,40 1 12 0,1377
70135  Silver Body - peened with deflector MD (JM-TS) 2000W Osram type long arc 19,40 1 12 0,1377
70137 Silver Body - specular with deflector MD (JM-TS) 2000W Philips type long arc 19,40 1 12 0,1377
70138 Silver Body - peened with deflector MD (JM-TS) 2000W Philips type long arc 19,40 1 12 0,1377
70231  Silver Body - specular MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70232 Silver Body - peened MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70234  Silver Body - specular MD (JM-TS) 2000W Osram type long arc 19,40 1 12 0,1377
70237 Silver Body - specular MD (JM-TS) 2000W Philips type long arc 19,40 1 12 0,1377
ACCESSORIES AND SPARE PARTS
CODE  DESCRPTION ~ GROSSWEIGHT(kg) ~ LAMP200OW(TYPE) ~  CBMS
60286  Grille 1,15 - -
60288  Safety steel grid 0,85 - -
60287 Louvre 1,40 - -
10240  Osram lamp short arc 5800K 0,35 HQI-TS 2000W/D/S - 60286
10263  Sylvania lamp short arc 5600K 0,35 HSI-TD 2000W/D - Grille. )
10239  Osram lamp long arc 4100K 045 HQI-TS 2000W/N/L = Zinc plated and steel coated in
10235  Philips lamp long arc 4200K 0,45 MHN-LA 2000W 400V/842 -
10236  Philips lamp long arc 5600K 045 MHN-LA 2000W 400V/956 =
07130  5kV-400V ignitor 0,35 -
06901 Ballast 15,00 JM 2000W 10,3A 400V 0,0030
05145  Capacitor 60 pF 450V 0,25
60288
Safety steel grid to be used with
special glass.
60287
Steel anti-glare louvre.
900 1200 900 1200 Zinc plated and steel coated in
black colour.
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600 800 600 800
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LIGHTMASTER 2000 Circular

Aiming

The aiming is achieved with a mechanical sighting
device (a protractor scale, attached to the side of the
unit and indicating the angle of tilt, can be used for
pre-aiming) or for more precise aiming, a telescope
6x36 can be mounted on the sighting device (avail-
able as an opti onal extra).

Optical system

High intensity rotational reflector, made by C1, C2,
(3, C4, C5, C6 for short arc lamps, C1, C2, C4 for long
arc lamps. A careful study permits excellent control of
the luminous flux and very high performances. The
flux reflecting skirt reduce the direct glare.

An accurate reproduction of the light distribution
pattern is guaranteed by the two-point fixing of the
transversely positioned lamp.

Luminaire designed for indoor and outdoor applica-
tions. The projector is ENEC certified for nominal
ambient working temperature of 35°C. In case not
expressly indicated, we remember that it's approved
with a temperature of 25°C.

The endurance test of EN 60598-1 point 12.3 has
been made at an ambient working temperature of
45°C. During the applications it's possible a tempo-
rary working at a temperature not exceeding 45°C.

X NACHIP 66
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CLI

With two power knife switches when the cover is opened, the power supply to lampholders is directly interrupted.

70061  Silver Body - circular type C1 MD (JM-TS) 2000W Osram type short arc 19,40
70062  Silver Body - circular type C2 MD (JM-TS) 2000W Osram type short arc 19,40
70063  Silver Body - circular type C3 MD (JM-TS) 2000W Osram type short arc 19,40
70064  Silver Body - circular type C4 MD (JM-TS) 2000W Osram type short arc 19,40
70065  Silver Body - circular type C5 MD (JM-TS) 2000W Osram type short arc 19,40
70067  Silver Body - circular type C6 MD (JM-TS) 2000W Osram type short arc 19,40
70069  Silver Body - circular type C1 MD (JM-TS) 2000W Osram type long arc 19,40
70068  Silver Body - circular type C2 MD (JM-TS) 2000W Osram type long arc 19,40
70070  Silver Body - circular type C4 MD (JM-TS) 2000W Osram type long arc 19,40
70072  Silver Body - circular type C1 MD (JM-TS) 2000W Philips type long arc 19,40
70071  Silver Body - circular type C2 MD (JM-TS) 2000W Philips type long arc 19,40
70073  Silver Body - circular type C4 MD (JM-TS) 2000W Philips type long arc 19,40

503

Wind exposed
surface = 0,2540 m?

Special glass
+grid >80° standard
glass <=80°
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With one security knife switch version it is compulsory to connect the remote control switch to the poles of the terminal block inside the connection box.
When the cover is opened, the remote control switch disconnects the power supply.

70081  Silver Body - circular type C1 MD (JM-TS) 2000W Osram type short arc 19,40
70082  Silver Body - circular type C2 MD (JM-TS) 2000W Osram type short arc 19,40
70083  Silver Body - circular type C3 MD (JM-TS) 2000W Osram type short arc 19,40
70084  Silver Body - circular type C4 MD (JM-TS) 2000W Osram type short arc 19,40
70085  Silver Body - circular type C5 MD (JM-TS) 2000W Osram type short arc 19,40
70087  Silver Body - circular type C6 MD (JM-TS) 2000W Osram type short arc 19,40
70089  Silver Body - circular type C1 MD (JM-TS) 2000W Osram type long arc 19,40
70088  Silver Body - circular type C2 MD (JM-TS) 2000W Osram type long arc 19,40
70090  Silver Body - circular type C4 MD (JM-TS) 2000W Osram type long arc 19,40
70092  Silver Body - circular type C1 MD (JM-TS) 2000W Philips type long arc 19,40
70091  Silver Body - circular type C2 MD (JM-TS) 2000W Philips type long arc 19,40
70093  Silver Body - circular type C4 MD (JM-TS) 2000W Philips type long arc 19,40
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0,1377
0,1377

Special restrike system is available on request only for short arc Osram lamp and for the version in insulation Class | with single security switch only.



LIGHTMASTER 2000 Circular

cLi

With two power knife switches when the cover is opened, the power supply to lampholders is directly interrupted.

70161  Silver Body - circular type C1 MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70162  Silver Body - circular type C2 MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70163  Silver Body - circular type C3 MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70164  Silver Body - circular type C4 MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70165  Silver Body - circular type C5 MD (JM-TS) 2000W Osram type short arc 19,40 1 12 0,1377
70167  Silver Body - circular type C6 MD (JM-TS) 2000W Osram type short arc 19,40 1 12 01377
70169  Silver Body - circular type C1 MD (JM-TS) 2000W Osram type long arc 19,40 1 12 0,1377
70168  Silver Body - circular type C2 MD (JM-TS) 2000W Osram type long arc 19,40 1 12 0,1377
70170  Silver Body - circular type C4 MD (JM-TS) 2000W Osram type long arc 19,40 1 12 0,1377
70172  Silver Body - circular type C1 MD (JM-TS) 2000W Philips type long arc 19,40 1 12 0,1377
70171  Silver Body - circular type C2 MD (JM-TS) 2000W Philips type long arc 19,40 1 12 0,1377
70173  Silver Body - circular type C4 MD (JM-TS) 2000W Philips type long arc 19,40 1 12 0,1377
ACCESSORIES AND SPARE PARTS
CODE  DESCRPTION ~ GROSSWEIGHT(kg) ~ LAMP200OW(TYPE) ~  CBMS
60286  Grille 1,15 - -
60288  Safety steel grid 0,85 - -
60285  Circular steel louvre 3,32 - -
10240  Osram lamp short arc 5800K 0,35 HQI-TS 2000W/D/S - 60286
10263  Sylvania lamp short arc 5600K 0,35 HSI-TD 2000W/D - Grille. )
10239  Osram lamp long arc 4100K 045 HQI-TS 2000W/N/L = Zinc plated and steel coated in
10235  Philips lamp long arc 4200K 0,45 MHN-LA 2000W 400V/842 - ’
10236  Philips lamp long arc 5600K 0,45 MHN-LA 2000W 400V/956 -
07130  5kV-400V ignitor 0,35 -
06901  Ballast 15,00 JM 2000W 10,3A 400V 0,0030
05145  Capacitor 60 pF 450V 0,25 -
60288
Safety steel grid to be used with
special glass.
18000 15000 12000 9000 6000
60285
15000 12500 10000 7500 5000 Circular steel louvre.
Zinc plated and steel coated in
12000 10000 8000 6000 4000 black colour.
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