
C M Y CM MY CY CMY K

Large
Areas Lighting

Photometric data

Dimensions (mm)

JET 4
Circular
Circular energy-
saving floodlight

For metal halide or high
pressure sodium lamps up to
150W RX7s and 70/150W
metal halide lamps G12 socket.

In addition to the conventional
warm or cold metal halide
lamps, these floodlights are
suitable to the innovative lamps
with ceramic discharge tube.
These luminous sources have
excellent lighting characteristics
as regards to constancy, colours
and luminous efficiency during
the entire life of the lamp.

Die cast alluminium body
coated with polyester powders,
in black colour.

Circular reflector made of highly
pure alluminium sheet
complete with flux reflecting
skirt

Tempered front glass tightly
secured to the fixture body with
silicon rubber gasket.

Bracket made of galvanized
painted steel, with index for
vertical orientation.

Removable control gear plate
made of zinc coated steel
complete with snap fit
connectors. All ballasts are
complete with thermal
protector.

All the electrical components
are produced according to the
Italian Quality Standards for
power 230V - 50 Hz and the
projector is manufactured
according to EN 60598/1 rules.

Operating area

Indoor lightings with
considerable installation
heights:
Churches, pavillions
Small sport courts:
gymnasium, squash, exc.
Relief lighting.

Optical system

The projector is supplied  with
2 types of optic:
Glazed with medium - narrow
beam.
Super bright with narrow beam
at highest intensity.
The baffle avoids the direct glare
of the lamp.

wind exposed surface = 0,110 m2

Working
position

360°

MD (JM)
RX7s 70-150W
SD (SAP)
RX7s 70-150W
MT (JM)
G12 70-150W

JET 4 Circular
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ACCESSORIES AND SPARE PARTS
CODE DESCRIPTION WEIGHT PACKING COLOUR CBMS

(kg) (pcs.)

 60099 Bracket 2,70 1 Black —

60328 Grille 0,35 1 Black —

60080 Circular steel louvre 0,80 1 Black 0,0027

04244 Glass 0,38 1 — —

50465* Empty gear plate 0,35 1 — 0,0010

*  For extra European countries only

JET 4
Circular

60099
Bracket Length 600 mm
Ideal for lighting shop-windows.
Zinc plated and steel coated in
black colour.

60328
Steel protection grille.
Zinc plated and steel coated in
black colour.

60080
Circular steel louvre.
Zinc plated and steel coated in
black colour.

CODE DESCRIPTION LAMP TYPE WEIGHT PACKING PALLET CBMS
(kg)  (pcs.)  (pcs.)

52752 CR 70W RX7s  Black MD (JM-TS) 70W 6,06 1 96 0,0193

52753 CR 150W RX7s Black MD (JM-TS) 150W 6,96 1 96 0,0193

52754 CR 70W RX7s  high intensity reflector MD (JM-TS) 70W 6,06 1 96 0,0193

52755 CR 150W RX7s high intensity reflector MD (JM-TS) 150W 6,96 1 96 0,0193

CL II    

CODE DESCRIPTION LAMP TYPE WEIGHT PACKING PALLET CBMS
(kg)  (pcs.)  (pcs.)

CL I

50483 Black Body RX7s 70W RX7s 4,00 1 96 0,0193

50484 Black Body RX7s 150W RX7s 4,00 1 96 0,0193

50410 Black Body G12 70/150W G12 4,00 1 96 0,0193

50822 Black Body RX7s high intensity reflector 70W RX7s 4,00 1 96 0,0193

50823 Black Body RX7s high intensity reflector 150W RX7s 4,00 1 96 0,0193

50411 Black Body G12 high intensity reflector 70/150W G12 4,00 1 96 0,0193

50470 KIT  CR MD/SD (JM/SAP-TS) 70W 2,05 1 — 0,0039

50480 KIT CR MD/SD (JM/SAP-TS) 150W 2,94 1 — 0,0039
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