Street Lighting

Insulation Class 1 - 1l
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Cover made of polypropylene with mineral filler;
stabilized against U.V,, grey colour. Hinged open-
ing without the use of tools, locked in the closed
position by two steel retaining clips.

Body in die cast aluminium coated with polyester
powders in black colour.

Reflector made of a highly pure (99.8%) alumini-
um pressed sheet, polished and oxidized.
Nondegenerative rubber gasket.

Porcelain lampholder, with focusing device.
Device for line interruption on fitting's opening
for maintenance pourposes (only for Class I).
Bronze syntered filter positioned on lampholder
support.

Prearrangement for the application of a photo cell.
Prearrangement for mounting a mains fuse (only
for Class Il).

Installation on 60-85 mm dia, top entry pole and
45-65 mm dia, side.

The control gear plate, made out for Class Il of
injection of thermoplastic material and for Class |
of a galvanized steel sheet, is complete with con-
nectors which allow its quick disassembly during
maintenance operations.

All the electrical components are produced
according to the Italian Quality Standards for
power 230V - 50 Hz and the street lighting is
manufactured according to EN 60598/1 rules.

Street Lightings
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MIRA

Output ratio: semi cut-off.

Refractor made of high transparency boroslilicate
glass with inner and outer differentiated prismatic
surface supported by a frame made of aluminium
alloy complete with non-degenerative rubber gasket
and retaining screw.

Extraction of the lamp from the hinder part of the
reflector with a screwed plug device on which the
lampholder is mounted.

wind exposed surface = 0,158 m?

IP 55 OPTICAL ASSEMBLY

IP 23 ELECTRICAL ACCESSORIES
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Lamp

L) QE (MBF) - E27 80 - 125W - E40 250W
@’ ) SE(SAP-E)- E27 70W - E40 100-150-250W
m=p ST (SAP-T)- E27 70W - E40 100-150-250W

] MT (JM-T) - E40 150 - 250W

O ME (JM-E) - E40 150 - 250W
Dimensions (mm)
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CLI
CODE DESCRIPTION LAMP TYPE
40400 Body -
40440* KIT S (SAP) 70W/E
40450 KIT S (SAP) 100W
40460 KIT M-S JM-SAP) 150W
40470 KIT M-S (JM-SAP) 250W
40482  KIT M (JM) 250W Philips type
40410 KIT QE (MBF) 80W
40420 KIT QE (MBF) 125W
40430 KIT QE (MBF) 250W

* With ignitor

CcL1I
CODE DESCRIPTION LAMP TYPE
40300 Body -
40310* KIT S (SAP) 70W/E
40320 KIT S (SAP) 100W
40330 KIT M-S (JM-SAP) 150W
40340 KIT M-S (JM-SAP) 250W
40379 M (JM) 250W Philips type
40350 KIT QE (MBF) 80W
40360 KIT QE (MBF) 125W
40370 KIT QE (MBF) 250W

* With ignitor

GROSS WEIGHT (kg)
8,40
2,30
2,71
3,54
4,48
3,70
2,24
245
3,55

GROSS WEIGHT (kg)
8,60
2,32
2,50
331
4,20
3,55
1,97
2,18
3,40

Kitcl. Il

PACKING (pcs.) PALLET (pcs.) CBMS

18 0,0890
= 0,0100
- 0,0100
= 0,0100
- 0,0100
0,0100
- 0,0100
- 0,0100
- 0,0100
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PACKING (pcs.) PALLET (pcs.) CBMS

18 0,0890
= 0,0083
- 0,0083
= 0,0083
- 0,0083
= 0,0083
- 0,0083
= 0,0083
- 0,0083
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MIRA

Output ratio: cut-off.

Non removable flat tempered glass, sealed to the
reflector by non degenerative gasket and mechanical
beading.

Extraction of the lamp from the hinder part of the
reflector with a screwed plug device on which the
lampholder is mounted.

wind exposed surface = 0,115 m?

IP 65 OPTICAL ASSEMBLY
IP 23 ELECTRICAL ACCESSORIES

* With ignitor

CLI
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg)
40402 Body - 6,19
40487 Body ST (SAP-T) 400W 12,18
40440* KIT S (SAP) 70W/E 2,30
40450 KIT S (SAP) 100W 2,71
40460 KIT M-S (JM-SAP) 150W 3,54
40470 KIT M-S (JM-SAP) 250W 4,48
40482 KIT M (JM) 250W Philips type 3,70
40410 KIT QE (MBF) 80W 2,24
40420 QE (MBF) 125W 2,45
40430 QE (MBF) 250W 3,55

* With ignitor

cLi
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg)
40302 Body - 6,68
40377 Body ST (SAP-T) 400W 12,18
40310* KIT S (SAP) 70W/E 2,32
40320 KIT S (SAP) 100W 2,50
40330 M-S (JM-SAP) 150W 3,31
40340 M-S (JM-SAP) 250W 4,20
40379 KIT M (JM) 250W Philips type 3,55
40350 KIT QE (MBF) 80W 1,97
40360 KIT QE (MBF) 125W 2,18
40370 KIT QE (MBF) 250W 3,40

L ugp) QE (MBF) - E27 80 - 125W - E40 250W
@ SE(SAP-E) - E27 70W - E40 100-150-250W
ST (SAP-T) - E27 70W

E40 100-150-250-400W

a==D MT (JM-T) - E40 150 - 250W
a_ ME (JM-E) - E40 150 - 250W

E==D

Dimensions (mm)

Kitcl. |
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Kitcl. Il

PACKING (pcs.) PALLET (pcs.) CBMS

27 0,0580
27 0,0580
- 0,0100
- 0,0100
- 0,0100
0,0100
- 0,0100
- 0,0100
- 0,0100
- 0,0100
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PACKING (pcs.) PALLET (pcs.) CBMS

27 0,0580
27 0,0580
- 0,0083
= 0,0083
- 0,0083
0,0083
- 0,0083
= 0,0083
- 0,0083
= 0,0083
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MIRA

Output ratio: semi cut-off.

Clear U.V. resistant polycarbonate heat resistant non
removable bowl, sealed to the reflector by nonde-
generative gasket and mechanical beading.
Extraction of the lamp from the hinder part of the
reflector with a screwed plug device on which the
lampholder is mounted.

wind exposed surface = 0,158 m?

IP 65 OPTICAL ASSEMBLY
IP 23 ELECTRICAL ACCESSORIES

CLI
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg)
40401 Body - 6,16
40440* KIT S (SAP) 70W/E 2,30
40450 KIT S (SAP) 100W 2,71
40460 M-S (JM-SAP) 150W 3,54
40470 KIT S (SAP) 250W 4,48
40410 KIT QE (MBF) 80W 2,24
40420 KIT QE (MBF) 125W 245
40430 KIT QE (MBF) 250W 3,55

* With ignitor

CL 1l
CODE DESCRIPTION LAMP TYPE GROSS WEIGHT (kg)
40301 Body - 6,36
40310* KIT S (SAP) 70W/E 2,32
40320 KIT S (SAP) 100W 2,50
40330 KIT M-S (JM-SAP) 150W 331
40340 KIT S (SAP) 250W 4,20
40350 KIT QE (MBF) 80W 1,97
40360 KIT QE (MBF) 125W 2,18
40370 KIT QE (MBF) 250W 3,40

* With ignitor

Lamp

« > QE (MBF) - E27 80 - 125W - E40 250W
a_ )  SE(SAP-E) - E27 70W - E40 100-150-250W
a==Dp ST (SAP-T)- E27 70W - E40 100-150-250W

MT (JM-T) - E40 150W
a ME (JM-E) - E40 150W

Dimensions (mm)

Kitcl. Il

PACKING (pcs.) PALLET (pcs.) CBMS
18 0,0890
= 0,0100
- 0,0100
- 0,0100
0,0100
. 0,0100
- 0,0100
= 0,0100
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PACKING (pcs.) PALLET (pcs.) CBMS

18 0,0890
- 0,0083
- 0,0083
- 0,0083
0,0083
- 0,0083
- 0,0083
- 0,0083
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MIRA

ACCESSORIES AND SPARE PARTS

CODE DESCRIPTION GROSS WEIGHT (kg) PACKING (pcs.) COLOUR CBMS
60100 Top entry pole accessory for Mira
install with Tilt 18° - 60 mm Max @ 0,30 1 - - 60031
60210 Fuse 0,07 - - -
60031  Corner bracket composite 1,90 3 Hot galvanizing 0,0021
60030  Wall bracket composite 1,05 4 Hot galvanizing 0,0016 V
60026  Wall bracket electro welded 1,265 6 Hot galvanizing 0,00257
60063  Corner bracket electro welded 2,60 4 Hot galvanizing 0,00835 ggg;g
40490* CL | empty gear plate + PL E27 1,04 1 - 0,0100
40495* CL|empty gear plate + PL E40 1,11 1 - 0,0100
40305* CL Il empty gear plate + PL E27 0,82 1 - 0,0083 W
40306* CL Il empty gear plate + PL E40 0,97 1 - 0,0083
04012  Glass bowl 2,30 - - -
MITA VTP
60212  Glass bowl 2,10 = = 0,0300
MITA PX
60211  Optical assembly 1,40 - - 0,0450
* For Extra European countries only
Photometric data
MIRA VT
90° 50 100 150CD 90° 50 150 250CD 90° 50 100 150 200 CD 90° 50 100 150 200 250 CD
75° 75°
60° = 60° P
45° 45°
30° 15° 0° 15° 30° 30° 15° 0° 15° 30° 30° 15° 0° 15° 30° 30° 15° 0° 15° 30°

QE (MBF) 250W E40
POS. 250W C max=5°

ST (SAP-T) 150W E40
POS.A Cmax=15°

ST (SAP-T) 250W E40
POS. 250W C max=15°

ST (SAP-T) 100W E40
POS.A Cmax=10°
C=90

D ((=r

C=270 C=270

MIRA VTP
00° 100 200 300CD 00° 50 100 150CD 50° 100 200 300D 00° 100 200 300 400
75° 75° 75°
60° 60° 60°
45° 45° 45°
30° 15 0°  15°  30° 30° 15° 0°  15°  30° 30° 15 0°  15°  30° 30° 15 0°  15°  30°

ST (SAP-T) 150W E40
POS.A Cmax=10°

QE (MBF) 250W E40
POS. 250W C max=25°

ST (SAP-T) 250W E40
POS. 250W Cmax=15°

ST (SAP-T) 100W E40
POS.A Cmax=10°

(oot

= =
C=180
C=270
MIRA PX
90° 100 200 300 400 CD 90° 100 200 300 400 90° 100 200 300 400
75° 75° 75°
60° 60° 60°

45°

30° 15° 0° 15° 30°

ST (SAP-T) 100W E40
POS.A Cmax=10°

45°

ST (SAP-T) 150W E40
POS.A Cmax=10°

QE (MBF) 250W E40
POS. 250W C max=25°

30° 15° 0° 15° 30°

ST (SAP-T) 250W E40
POS. 250W Cmax=15°




